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JBR f ocus RS oil cooler  
Installation  Instructions  

 
 

 

Tooling: 

V Jack, jack stands or a lift 

V Ratchet wrench 

V 8mm & 10mm sockets 

V оκуέ ǎƻŎƪŜǘ 

V T-30 Torx Socket 

V Medium crescent wrench 

V Flat head screw driver 

V Philips head screw driver 

 

 

 

 

Included: 

V 1 Oil cooler core 

V 2 Stainless braided hoses (1 long, 1 short) 

V 1 Sandwich plate & 2, мκуέ bt¢ tƭǳƎǎ  

V 2 Application specific core mounting brackets 

V 2 Aluminized fiber glass heat shield sleeves 

V Stainless steel mounting hardware 

 

 

** Please be sure to read and understand the instructions thoroughly before beginning. 
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× Begin by parking on a smooth level surface with the emergency brake engaged. Jack up the front of the 
vehicle and position jack stands underneath both sides. 

wŜŦŜǊ ǘƻ ȅƻǳǊ ǾŜƘƛŎƭŜΩǎ ƻǿƴŜǊΩǎ Ƴŀƴǳŀƭ for proper jack placement and supporting procedures. 

Never get under a vehicle without the proper support in place. 

1. Using a flat head and philips head screw driver, an 8mm socket and T-30 torx socket, remove the 

fasteners that secure the belly pan and the lower bumper valance. 

 
 

2. Using a flat head screw driver, remove the hood release cable and disconnect it from the yellow 

arm. 
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3. Remove the plastic push pin fasteners and screws that secure the upper bumper valance. 

 
 

 

 

 

 

4. Using a T-30 torx, remove the 3 screws on both sides. Disconnect the electrical connections and 

remove the headlights. 
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5. Carefully pull the bumper cover away from the fender on both sides. 

 
 

6. Press down to release the 2 clips found below where each headlight was. Then, begin slowly 

pulling the bumper cover away from the front of the vehicle.  
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7. With the bumper cover pulled away, remove the fog light ŜƭŜŎǘǊƛŎŀƭ ŎƻƴƴŜŎǘƛƻƴ ƻƴ ǘƘŜ ŘǊƛǾŜǊΩǎ 

side and remove the front bumper cover assembly. 

 
 

 

 

 

 

8. Remove the twp plastic push pin fasteners that secure upper section of the radiator ducting. 

ü This Piece will not be re-installed. 
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9. Using a T-30 torx bit, remove the side ducting. 

ü Both will be re-installed when the installation is completed. 

ü The driverΩs side will need minor modification to allow for the lines leading to the oil 

cooler to pass through. See step 14. 

  
 

10. Squeeze the tabs and remove the inner plastic bumper support. 

ü This piece will be re-installed when the installation is completed. 
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bƻǿ ǘƘŜ Ŧǳƴ ǇŀǊǘΧ 

 

11. Assemble the core mounting brackets as shown using a 10mm socket, a 10 mm wrench along 

with the 8 bolts, 8 nuts and 8 washers provided in your kit. 

ü There is no front or back to the core. 

 
 

12. Using a crescent wrench, install and tighten the braided lines on to the core. The lines must be 

tightened parallel to the core as shown with the longer of the two on the left. 
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13. Bend the ŘǊƛǾŜǊΩǎ ǎƛŘŜ ǘŀō straight up on the inner bumper. 

 
 

14. Start by slipping the lines behind the front radiator support.  

 
 

 

 
 


