j ames Barone Racing
Aftermarket Parts and Accessories

2007¢ 2009 MAZDASPEED 3 SHhintow Shifter Installation Instructions

What you will need:
I Ratchet wrench

T cé¢ 420184 SEGSyarzy

1 10mm socket

1 Window Trim removal tool or needle nose pliers
9 Pick ottiny flat head screw driver

9 T20torx bit

1 3 paper clips

1

Lithium grease

1. Remove the shift knob by turning it counter clockwise.
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2. Loosen the shift boot portion of the console by crabbing it urtieredge of the silver trim ring
and pulling up.

3. Fully engage the emergency brake, open the lid of the console and pull up on the rear portion of
the cup holder section of the console.
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4. Remove the cup holder and shift boot portion of the console toeS NJ 2 NJ A SLJ NI G St & A
come apart in two pieces.

5. Using a window molding removal tool, or a pair of needle nose pliers, or two flat head screw
drivers, carefully pop of the shift cable shown below.
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6. Using a window molding removal tool, opair of needle nose pliers, or two flat head screw
drivers, carefully pop of the shift cable shown below.

7. Using a large screw driver under the lip of the cable attachmentmtip the right cable
attachment clipup toremove it from the shifter base
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8. Using a large screw driver under the lip of the cable attachment clip, poletheable
attachment clipup toremove it from the shifter base

9. Using a 10mm socket remove the 4 bolts that secure the shiiseto the floor of the car.
Remove the entire shifter assembly from the car.

Copyright © 2014 James Barone Racing LLC. Any unauthorized reproduction or publication of this
document is a strictly prohibited without the written consent from James Barone Racing.

PageS



U If possible clamp the shifter bas®ea vice or to a bench to make the next several steps

easier.A second set of hands can help too.
10. Using a pick or tiny screw driver, vargrefully lift each finger of the retainer clip shown below to

pop each finger up. Once they are all popped up pull the retainer off.

11. Now slide the cable arm out of the base of the shifter.
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12. Using a T2@orx bit remove the screw holding the shiftegtainer, remove the retainer.

13. Pop he white cap off the bakhown below.
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